TNO. 19B—48 COPPER POINT ( 3/8" X 48" )

NO. 23A COPPER POINT ( 3/8" x 157 )

=) NO. 43-36CA COPPER TRIPOD
POINT BRACE W/ ADHESIVE SHOES

NO. 683 ADHESIVE CABLE HOLDER
3’=0" 0.C. MAX. SPACING

NO. 683 ADHESIVE CABLE HOLDER
3'=0" 0.C. MAX. SPACING

Iarghtning Protection fxample
Typical Exposed Commerciral Burlding

NO. 646A ADHESIVE POINT BASE ]

NO. 646A ADHESIVE POINT BASE

/NO. 23A COPPER POINT ( 3/8" X 15" )

ROBBINS CAT. NO. 6 COPPER CABLE
NOTE: POINT BASE & CABLE HOLDER WILL
BE SET WITH ADHESIVE COMPOUND COMPATIBLE (130 STR, X 17 GA. — 2 AWG. )
TO ROOFING MATERIAL. ANY SPECIAL PADS,
STRIPS, PAVER BLOCKS, ETC. TO BE SUPPLIED
AND INSTALLED BY THE ROOFING CONTRACTOR.

NOTE: POINT BASE & CABLE HOLDER WILL

BE SET WITH ADHESIVE COMPOUND COMPATIBLE
TO ROOFING MATERIAL. ANY SPECIAL PADS,
STRIPS, PAVER BLOCKS, ETC. TO BE SUPPLIED
AND INSTALLED BY THE ROOFING CONTRACTOR.
y

THE DESIGN & DETAILS SHOWN WILL MEET THE REQUIREMENTS OF

UNDERWRITERS LABORATORY CODE 96/96A, NATIONAL FIRE PROTECTION
ASSOCIATION CODE /780 & THE LIGHTNING PROTECTION INSTITUTE CODE

175 FOR LIGHTNING PROTECTION SYSTEMS IN\_ROBBINS CAT. NO. | COPPER CABLE NO. 72 & 83ST-2 COPPER LOOP & S o
o ( 32 STR., X 17 CGA. ) TEK SCEEXVOW{)CSEAMUAELG SWPAASCF‘EE %////// (ROBBZB@?R.?A; 1N7O Gl. C)OPPER CABLE
© TYPICAL MIDROOF AIR TERMINAL
- N.T.S.

NO. 642 OFFSET POINT BASE W/ NO.
83ST—2 TEK SCREW W/ SEALING WASHER

4 2 SCREWS PER LOCATION
[\ . B TYPICAL OFFSET BASED AIR TERMINAL
N.T.S.
/NO, AZ4 ALUMINUM POINT ( 1/2" X 127 )
@ TYPICAL ADHESIVE AIR TERMINAL V/NQ 23A COPPER POINT (1 3/8% X 157 )
N.T.S.
NO. AB46N NARROW WALL POINT BASE W/
NO. 83ST—1 TEK SCREW W/ SEALING WASHER
4 SCREWS PER LOCATION ROBBINS CAT. NO. 1 COPPER CABLE
NO. A1 ALUMINUM CABLE ( 32 STR., X 17 GA. )
( 26 STR., X 14 GA. )
NO. A72 & 83ST—1 ALUMINUM LOOP & NO. 683 ADHESIVE CABLE HOLDER —] -
Sl

TEK SCREW W/ SEALING WASHER
3'=0" 0.C. MAX. SPACING
NO. 677S—4 PIPE BONDING STRAP
NO. 22 COPPER POINT
(1/27 x 187 ) NO. 646N NARROW WALL POINT BASE W/
NO. 83ST—1 TEK SCREW W,/ SEALING WASHER
4 SCREWS PER LOCATION —

ROBBINS CAT. NO. 10C COPPER
BONDING WIRE ( #6 AWG. )
RUN TQ ROOF CIRCUIT & CONNECTED W/

NO. 53A COMBINATION SPLICER

NO. A341 BIMETALLIC SPLCIER ROBBINS CAT. NO. 1 COPPER CABLE

( 32 STR., X 17 GA. )

NOTE—METAL V.T.R. WITHIN 6 OF A L.P.
CONDUCTOR BOND AS SHOWN — FIELD
VERIFY THE EXACT LOCATION

ROBBINS CAT. NO. 6378 COMBINATION
POINT BASE W/ A80—10, ABOE—4 & A140L
STAINLESS BOLT, STAINLESS NUT & LOCK WASHER

NO. 470 STAINLESS STEEL CLIP @

ROBBINS CAT. NO. 1 COPPER CABLE
( 32 STR., X 17 CA. )

RUN TO ROOF CIRCUIT & CONNECTED W/
NO. 52S PARALLEL CABLE SPLICER

TYPICAL EXHAUST FAN/MECHANICAL AIR TERMINAL

TYPICAL V.T.R. BOND
N.T.S.

N.T.S.
— NO. 664 TEE CABLE SPLICER

TYPICAL MECHANICAL
N.T.S.

UNIT AIR TERMINAL

NO. 53A COMBINATION SPLICER

NO. 10C COPPER BONDING WIRE ( #6 AWG. )

NO. 655 METAL BONDING LUG W/
NO. 83ST—1 TEK SCREW W/ SEALING

Matertals Manufactured By

WASHER ATTACHED TO MISC. FLASHING

1-NO. 72, ABO—10 & ABOE—4 COPPER

NO. 655 COPPER BONDING LUG W/
NO. B3ST—1 TEK SCREW W/ SEALING WASHER

ROBBINS LIGHTNING, INC.
Maryville, Missouri

LOOP, STAINLESS BOLT & NUT

\
\
\
®
\
\
\
\
3'—0" 0.C. MAX. SPACING LE@END \
SOSBINS CAT. NO. 1 COPPER chBLE TS LN *
( 32 STR., X 17 GA. ) RUN TO ROOF N
gERECUC‘ZchE CS%NUNCEECRTED W/ NO. 664 W/ NO. 53A COMBINATION CABLE SPLICER o AIR TERMINAL « |EXPOSED CLASS 1 COPPER CABLE : ‘ :
@) VIR \\\ COPPER GROUNDING CABLE BELOW GRADE | : \
| \
e e © TYPICAL COOLING TOWER AIR TERMINAL | i |
\ e e e NTS NOTEigAgTNADLU(?TROAF‘%NBVCVJ‘NTB‘NASB SSCF)WAN LQP'HELD v Roor DRAIR FAPOSED COPPER BONDING WIRE |
VERIFY THE EXACT LOCATION + Q
?O}BOB@?RCA; 1N7o.6/§ CﬁOP;EARWgAE)%LE @ MISC. ROOF FQUIPMENT \ ‘
- o ' H TYPICAL ROOF DRAIN BOND W/ AR TERMINAL ® \b

TYPICAL FLASHING BOND & LOOP OVER ® N.T.S. ® = |
T |THRU—WALL LOCATION GROUND ROD LOCATION \ |

N.T.S |
o e . | | |
| \
ROBBINS CAT. NO. 1 COPPER CABLE | \

N/( 32 STR., X 17 GA. )
— 1

NO. 72 & 83ST—1 COPPER LOOP &
— TEK SCREW W/ SEALING WASHER

3=0" O.C. MAX. SPACING

ROBBINS CAT. NO. 1 COPPER CABLE
( 32 STR., X 17 CA. )

NO. 72 & 83ST—2 COPPER LOOP &
TEK SCREW W/ SEALING WASHER
3'=0" 0.C. MAX. SPACING

NO. 93E PVC CABLE PROTECTOR
FASTENED W/NO. 71=3 & NO.
84 COPPER LOOP & NAIL
3’—0" 0.C. MINIMUM SPACING
NO. 642 OFFSET POINT BASE W/ NO.

83ST—2 TEK SCREW W/ SEALING WASHER %
2 SCREWS PER LOCATION

AN

|
TYPICAL LOOP OVER & DOWNLEAD :
N.T.S.

2'=0" Min,

Iy

NO. 655 COPPER BONDING LUG W/

NO. 83ST—1 TEK SCREW W/ SEALING WASHER
ROBBINS CAT. NO. 10C COPPER

BONDING WIRE ( #6 AWG. )

ROBBINS CAT. NO. 1 COPPER CABLE

NO. 744 CDCD THRU-WALL
( 32 STR, X 17 GA. )

| CABLE CONNECTOR

™\ ROBBINS CAT. NO. 1 COPPER CABLE
( 32 STR., X 17 GA. )

NO. 98B GROUND ROD CLAMP

NO. 53A COMBINATION SPLICER
ROBBINS CAT. NO. 1 COPPER CABLE !
( 32 STR., X 17 GA. ) \

\

. ] NO. 97—10 COPPERCLAD GROUND ROD ( 3/4" X 10" )
TYPICAL FLASHING BOND, THRU-—-WALL, & DOWNLEAD
®

@

N.T.S. TYPICAL DOWNLEAD & GROUND

N.T.S.

LIGHTNING PROTECTION ROOF PLAN
(1/327 = 1"=0 )




